HEX HEAD FLANGE SCREWS = DIN 6921 / JISB 1189 / ISO 4162 / ASME-ANSI| B18.2.3.4M / IFI 536
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M6, M8, & M10 Diameters are also
(7] Available with a Serrated Flange
E Thread Size d1 DIN 6921 M5 M6 M8 M10 M12 (M14) M16 M20
(+ 4 Thread Pitch 0.8 1 1.25 15 1.75 2 2 25
8 Fine Pitch 1 1.25 1.5 1.5 1.5 1.5
2] Extra Fine Pitch 1 1.25
g For Lengths <125mm 16 18 22 26 30 34 38 46
<
el DIN 6921 Thread Length b For Lengths 28 32 36 40 44 52
(TS >125mms<200mm
s For Lengths >200 mm 57 65
i -
= DIN 6921 WAF s min. . 7.78 9.78 12.73 14.73 15.73 17.73 20.67 26.67
ﬁ max. = nominal 8.00 10.00 13.00 15.00 16.00 18.00 21.00 27.00
DIN 6921 Head Height To
- Include Flange k max. 54 6.6 8.1 9.2 115 12.8 144 171
]
DIN 6921 FI Diamet
© efge T max. 18 | 122 180 23 266 305 350 430
X d2
N
Thread Size d1 JIS B1189 M6 M8 M10
Thread Pitch 1 1.25
Fine Pitch 1.25
JIS B1189 Thread Length For Lengths <125mm 18 22 26
Length . e
b ForLengthe 28 32 JIS B1189 Availability Is
>125mms<200mm Limited To The Di t a
1S B 1189 WAF < min. 980 | 1175 1375 Tr"m' ed P'ct) N 0 Sl:me eI:s
max. = nominel 1000 | 1200 14,00 foafitiichios SHOWNTGIaTe
JIS B 1189 Head Height
To Include Flange k max. L &0 160
JIS B 1189 Flange
Diameter d2 max. 14.0 175 21.0
Thread Size d1 1SO 4162 M5 M6 M8 M10 M12 (M14) M16
Thread Pitch 0.8 1 1.25 1.5 1.75 2 2
Fine Pitch ISO 4162 Does Not Recognize Fine Pitch Flange Screws
For Lengths <125mm 16 18 22 26 30 34 38
For Lengths
ISO 4162 Thread Length b . - 28 32 36 40 44
For Lengths >200 mm 57
ISO 4162 WAF s min. 6.64 7.64 9.64 12.57 14.57 17.57 20.16
max. = nominal 7.00 8.00 10.00 13.00 15.00 18.00 21.00
ISO 4162 Head Height T
SCLIEL I8 max. 56 | es8 85 97 19 129 15.1
Include Flange k
1ISO 4162 Fi Di
:’20 62 Flange Diaiieter max. 14 | 136 170 208 247 286 328

FOR MORE DETAILED INFORMATION, PLEASE REFER TO COMPLETE DIN OR JIS STANDARD, WHICH ARE THE GOVERNING STANDARDS
DIN 6921 (1983) / JIS B1189 (1977) / 1S0 4162 (1990) / ASME-ANSI B18.2.3.4M (1995) / IFI 536 (1982) - LFG 10/01/2016 REVISED
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HEX HEAD FLANGE SCREWS = DIN 6921 / JIS B 1189 / ISO 4162 / ASME-ANSI| B18.2.3.4M / IFI 536
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Thread Size d1 ASME-ANSI B18.2.3.4M M5 M6 M8 M10 M12 (M14) M16
Thread Pitch 0.8 1 1.25 1.5 1.75 2 2
Fine Pitch ASME-ANSI B18.2.3.4M Does Not Recognize Fine Pitch Flange Screws

ASME-ANSI B18.2.3.4M
Thread Length b

ASME-ANSI B18.2.3.4M uses a shank length / grip length formula to determine thread length. - Refer to
ASME- ANSI standard for more details.
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ASME-ANSI B18.2.3.4M min. 6.64 7.64 9.64 12.57 14.57 17.57 20.16 g
WAF = max. = nominal 7.00 | 800 10.00 13.00 15.00 18.00 21.00 =
el
ASME-ANSI B18.2.3.4M (T8
Head Height To Include max. 56 6.9 85 9.7 121 129 15.2 a
Flange k L
=
ASME'ANS' B 522N max. 114 136 17.0 20.8 24.7 286 328
Flange Diameter d2
=
Thread Size d1 IF1 536 M5 M6 M8 M10 M12 (M14) M16 o
Thread Pitch 0.8 1 1.25 1.5 1.75 2 2 N~
Fine Pitch IF1 536 Does Not Recognize Fine Pitch Flange Screws N.
IF1536 Thread  Length IF1 536 uses a shank length / grip length formula to determine thread length. - Refer to IFl standard for
b more details.
IF1536 WAF s min. 6.64 7.64 9.64 12.57 14.57 17.57 20.48
max. = nominal 7.00 8.00 10.00 13.00 15.00 18.00 21.00
IRLS56 Head Helght To max. 56 6.8 85 97 119 129 15.1
Include Flange k
':2: 36 Flenge Dlametar max. 114 | 138 17.0 208 24.7 286 328
Length Tolerance DIN 6921 Length Tolerance
Nominal Length min. max. I1SO 4162 / ASME-ANSI B18.2.3.4M Length Tolerance same as DIN 6921 through
10 9.71 10.29 160mm long.
12 11.65 12.35
16 15.65 16.35
>0 1958 5040 JIS B 1189 Length Tolerance same as DIN 6921 through 120mm long.
25 24.58 2542
30 29.58 30.42 IF1 536 Length Tolerance is similar to DIN 6921- Refer to IFl standard for more
35 34.50 35.50 details.
40 39.50 40.50
45 44.50 45.50 . . :
) 79.50 5050 Diameters & Lengths With ( ) are not recommended for new design.
(55) 54.40 55.60
60 59.40 60.60 |Thread Tolerance Plain 6g
(65) 64.40 65.60 |Thread Tolerance Plated 6h
70 69.40 70.60 |Thread Tolerance Stainless 6g
30 79.40 80.60 .
= 89.30 50.70 Material 8.8<16mm | 8.8>16mm 10.9 A2/A4-50 | A2/A4-70 | A2/ A4-80
100 99.30 100.70 |Finish Furnace Black or Plated Plain
110 109.30 110.70 |Tensile Strength 116000 psi | 120350 psi | 150800 psi | 72500 psi | 101500 psi | 116000 psi
120 119.30 120.70 |[Yield Strength 92800 psi 95700 psi 136300 psi | 30450 psi 65250 psi 87000 psi
130 129.20 130.80 |Hardness HRC 22-32 | HRC 23-34 | HRC 32-39 NA
140 139.20 140.80
150 149.20 150.80
160 159.20 160.80
180 179.20 180.80
200 199.00 201.00

FOR MORE DETAILED INFORMATION, PLEASE REFER TO COMPLETE DIN, JIS, ISO OR ASME-ANSI STANDARD, WHICH ARE THE GOVERNING STANDARDS
DIN 6921 (1983) / JIS B1189 (1977)/1S0 4162 (1990) / ASME-ANSI B18.2.3.4M (1995) / IFI 536 (1982) - LFG 10/01/2016 REVISED
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