HEX FLANGE NUTS = DIN 6923 / JISB 1190 / ISO 4161 / ANS| B 18.2.4.4M

Finish

Plain or Plated

Thread Tolerance

6H Plain or Plated

Screw.

Thread Size d1 5 6 8 10
Coarse Pitch 0.8 1 1.25 1.5
1 1.25
1

WAF s min. ma).(.= min. ma).(.= min. ma>.(.= min. ma).(.=

nominal nominal nominal nominal
DIN 6923 (1983) 7.78 8.00 9.78 10.00 12.73 13.00 14.73 15.00
1SO 4161 (1983) 7.78 8.00 9.78 10.00 12.73 13.00 14.73 15.00
JIS B 1190 (1977) 9.80 10.00 11.75 12.00 13.75 14.00
ANSI B 18.2.4.4M (1993) 7.78 8.00 9.78 10.00 12.73 13.00 14.73 15.00
Overall Height h min. max. min. max. min. max. min. max.
DIN 6923 (1983) 4.70 5.00 5.70 6.00 7.60 8.00 9.64 10.00
1SO 4161 (1983) 4.70 5.00 5.70 6.00 7.60 8.00 9.64 10.00
JIS B 1190 (1977) 5.25 6.00 7.10 8.00 9.10 10.00
ANSI B 18.2.4.4M (1993) 4.70 5.00 5.70 6.00 7.60 8.00 9.64 10.00
Flange Diameter d2 max. max. max. max.
DIN 6923 (1983) 11.8 14.2 17.9 21.8
1SO 4161 (1983) 11.8 14.2 17.9 21.8
JIS B 1190 (1977) 14.0 17.5 21.0
ANSI B 18.2.4.4M (1993) 11.8 14.2 17.9 218
Thread Size d1 12 14 16 20
Coarse Pitch 1.75 2 2 25
Fine Pitch 15 15 15 15
Extra Fine Pitch 1.25
WAF s min. ma>.(.= min. ma>.(.= min. ma>.(.= min. ma>.(.=

nominal nominal nominal nominal
DIN 6923 (1983) 17.73 18.00 20.67 21.00 23.67 24.00 29.67 30.00
1SO 4161 (1983) 17.73 18.00 20.67 21.00 23.67 24.00 29.16 30.00
ANSI B 18.2.4.4M (1993) 17.73 18.00 20.67 21.00 23.67 24.00 29.16 30.00
Overall Height h min. max. min. max. min. max. min. max.
DIN 6923 (1983) 11.6 12.0 13.3 14.0 15.3 16.0 18.9 20.0
1SO 4161 (1983) 11.6 12.0 13.3 14.0 15.3 16.0 18.9 20.0
ANSI B 18.2.4.4M (1993) 11.6 12.0 13.3 14.0 15.3 16.0 18.9 20.0
Flange Diameter d2 max. max. max. max.
DIN 6923 (1983) 26.0 29.9 345 42.8
1SO 4161 (1983) 26.0 299 345 42.8
ANSI B 18.2.4.4M (1993) 26.0 299 34.5 428
Material Steel - Property Class Stainless Steel A2
Proof Load (psi) 8 10 Proof Load  |Property Class 50 72500
M5 to M6 117450 150800 (psi) Property Class 70 101500
M8 TO M10 120350 150800 Property Class 80 116000
O B W16 12120 Lo Hardness is not a measurable attribute of Stainless Steel
M20 133400 153700
Vickers Hardness HV min. max. min. max. Finish | Plain
M5 to M6 Thread Tolerance | 6H
M8 TO M10 188 302 272 353 JIS Only Available In M6 x 1, M8 x 1.25, And M10
M10 TO M16 x1.25, Except On Special Order.
M2g - 2 25 :- The Strength Class Of The Nut Should Always Be
Rockwell Hardnes (min) ~ B80 ~ C25

Equal Or Greater Than The Strength Class Of The

FOR MORE DETAILED INFORMATION, PLEASE REFER TO COMPLETE DIN, JIS, I1SO, OR ANSI STANDARD, WHICH ARE THE GOVERNING STANDARDS
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