FLAT WASHERS - LARGE SERIES = DIN 9021 / ISO 7093
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DIN 9021 / 1ISO 7093 Except As Noted Not In ISO 7093 -
Hole Diameter d1 Outside Diameter d2 Thickness s g
. } Except As Noted [+
Screw Size min.= . max.= . . P
. max. min. . nominal min. max. (No ISO 7093) -
nominal nominal N
25 2.70 2.84 7.64 8.00 0.8 0.7 0.9 (No 7093) )
3 3.20 3.38 8.64 9.00 0.8 0.7 0.9 E
35 3.70 3.88 10.57 11.00 0.8 0.7 0.9 =
4 4.30 4.48 11.57 12.00 1.0 0.9 1.1 ‘2
5 5.30 5.48 14.57 15.00 1.2 1.0 14 ;
6 6.40 6.62 17.57 18.00 1.6 1.4 1.8 -
7 7.40 7.62 21.48 22.00 2.0 1.8 22 (No 7093) <
8 840 8.62 2348 24.00 20 18 22 o
10 10.50 10.77 20.48 30.00 25 2.3 27 '
12 13.00 13.27 36.38 37.00 3.0 2.7 33 )
14 15.00 15.27 43.38 44.00 3.0 2.7 3.3 N~
16 17.00 17.27 49.38 50.00 3.0 2.7 3.3
18 20.00 20.52 54.10 56.00 4.0 34 4.6 (No 7093)
20 22.00 22.52 58.10 60.00 4.0 3.4 4.6
24 26.00 26.84 70.10 72.00 5.0 4.0 6.0
30 33.00 34.00 89.80 92.00 6.0 5.0 7.0
36 39.00 40.00 107.80 110.00 8.0 6.8 9.2
Material Steel A2/A4 Stainless Steel These Washers Are Commonly Referred To
Sizes <16mm | Sizes >16mm All'Sizes As Fender Washers
Classes 140 HV 100 HV 140 HV
Hardness HV 140-250 100-250 140-250 OD Of These Washers Is ~ 3 X The
Finish Plain Or Plated Plain SR Szehiameter

FOR MORE DETAILED INFORMATION, PLEASE REFER TO COMPLETE DIN OR ISO STANDARD, WHICH ARE THE GOVERNING STANDARDS
DIN 9021 (1990) /1S0 7093 (1983) - LFG 10/01/10 REVISED
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