BUTTON HEAD SOCKET HEAD CAP SCREWS = |SO 7380 / ANSI B 18.3.4 M

(7]
S
L
[+ <
Q
(7]
Q.
<
(<]
(=]
<L
Ll
-
=
Ll
X
(=]
(=)
(7]
(=]
L
Ll
=
=
(=)
=4
-
-
(7]
&
|

5 b= = }<!
: A 4 1 1
| |  J i
At JtL L b
Thread Size d1 M3 M4 M5 me | ms | m1wo | M2 M16
Thread Pitch 05 07 08 1 125 | 15 175 2
~ISO 7380 min. 540 | 724 914 | 1007 | 1357 | 1707 | 2048 | 2748
Head Dia. d2 max. 5.70 760 | 95 |[1050 | 14.00 | 1750 | 21.00 | 2800
ANSI B 18.3.4M min. 540 | 724 914 | 1007 | 1357 | 17.07 | 2048 | 2748
Head Dia. d2 max. 5.70 760 | 95 |[1050 | 14.00 | 1750 | 21.00 | 2800
~ISO 7380 min. 140 | 195 | 250 | 300 | 410 | 520 6.24 8.44
Head Height k max. 165 220 275 | 330 | 440 | 550 6.60 8.80
ANSI B 18.3.4M min. 143 | 195 | 250 | 300 | 405 | 520 6.24 8.44
Head Height k max. 165 220 | 275 | 330 | 440 | 550 6.60 8.80
— Nominal Size 2 25 3 4 5 6 8 10
Key Size s min. 2020 | 2520 | 3020 | 4020 | 5020 | 6020 | 8025 | 10025
max. 2045 | 2560 | 3071 | 4084 | 5084 | 6005 | 8115 | 10.115
[P— Nominal Size 2 25 3 4 5 6 8 10
Key Size s min. 2020 | 2520 | 3.020 | 4.020 | 5020 | 6020 | 8025 | 10025
max. 2045 | 2560 | 3071 | 4084 | 5084 | 6005 | 8115 | 10.115
;'ns;;:f:e'::‘t’ min. 104 | 130 156 | 208 | 260 | 312 | 416 5.20
Qrggi;tiﬂ" Key min. 104 | 130 156 | 208 | 260 | 312 | 416 5.20
~ 1SO 7380 <<<<<<<<<<<<<Length Tolerance>>>>>>>>>>>>> ANSIB 18.3.4M
Nominal Length min. max. M3 M4 M5 M6 M8 M10 M12 M16 min. max.
6 576 6.24 5.70 6.30
8 7.7 8.29 7.70 8.30
10 9.71 10.29 9.70 10.30
12 1165 | 1235 11.70 12.30
16 1565 | 1635 7 15.70 16.30
20 1958 | 2042 - 19.50 20.50
25 2458 | 2542 24.50 2550
30 2958 | 3042 2950 30,50
35 3450 | 3550 =T _| 34.50 3550
40 3950 | 4050 39.50 40.50
45 4450 | 4550 Bl e L 4450 4550
50 4950 | 5050 . 4950 50.50
55 5440 | 5560 TTT T = 5550
60 5940 | 60.60 59.50 60.50

Nominal Lengths above the stepped line Full Thread

2d+12mm and a maximum which is within 2 P of the head.

Nominal Lengths below the stepped line, the thread length at the discretion of the manufacturer, may be between a minimum of

=150 7380 Neither standard is intended for high strength applications. The only purpose of having them produced in
property class 10.9 or 12.9 is to increase the wear resistance of the socket drive.

ANSI B 18.3.4M

~ISO 7380 ANSI B 18.3.4M
Material Steel Stainless Steel Material Steel
Property Class 10.9 A2 & A4 Property Class 12.9
Tensile Strength 145000 psi 105000 psi Tensile Strength 150800 psi
Finish Furnace Black Plain Finish Furnace Black
Thread Tolerance 69 69 Thread Tolerance 4969

FOR MORE DETAILED INFORMATION, PLEASE REFER TO COMPLETE 1SO, OR ANSI STANDARD WHICH ARE THE GOVERNING STANDARDS
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